How to upgrade with Config Tool

1.Install the ConfigTool, and open it.

2.If the DVR or the camera all in the same network with this PC, it will display in the Device List.
For example, The device which should be upgrade via network is SN3 in the list.

& ConfigTool ¥1.0.5

Dawice List

SH | IF Address Port Subnet Mask Default Gateway | Mac Address

1 10.15.5. 129 ITTTT 255.255.0.0 10.15.0.1 90:02:a9:TE: fa

z 1015 5 &1 JTTTT 250 2oe 00 10,15 01 002 a8 TE £
I3 10.15.5 185 3TTTT 255 255.0.0 10.15.0.1 24:13:45:Ta: 4

4 LA === AL oo, o, U JLLA =T L ] HUTdi i ebled? al

5 10.15.5 22 3TTTT 255 255.0.0 101501 52:54:4c:farad

=] 10.15.5. 229 ITTTT 255, 255.0.0 10.15.0.1 52:54:4c:fa: 15

T 10.15.5. 44 3TTTT 255 255.0.0 10.15.0.1 90:02: a9:01:0b

g 10.15.5. 15 ITTTT 255.255.0.0 10.15.0.1 90:02:a9:7T8: £1

9 10.15.5. 157 3T 255.255.0.0 10.15.0.1 0o:10:11:22:33
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Tip: You can click "login” button directly and

then input corresponding information to login

TFwd - Tpgrade Login Logout

3.Choose the device and double-click or click the login at the lower right corner, you should login
the device first.



Y. Configlool ¥1.0.5

—Dewvice List

SH I IF Address I Fort | Subnet Mask I Tefault Gateway I Mac Addres=

1 10.15.5.129 3TTTT  255.255.0.0 10.15.0.1 90:02:a9:Tf: fa
2 10.15.5. 21 3TTTT  255.255.0.0 10.15.0.1 90:02:a9:Tf: fa
i 10.15.5. 165 3TTTT  255.255.0.0 10.15.0.1 24:13:45:Ta 43
4 10.15.5 81 40000  255.255.0.0 10.15.0.1 90:4d7:eb:e9: a9
5 10.15.5. 22 3TTTT 255 255.0.0 10.15.0.1 52:54:4c:fa: ad
B 10.15.5 52:54:4c:fa: 18
T 10.15.5 90:02:a9:01:0b
g 10.15.5 90:02:29:75: £1
9 10.15.5. 157 00:10:11:22:33

1P &ddress: ll':'-15-5-165

User Marme: !

ek
Password: l
Port: Ia????
Login Cancel
"
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Tip: You can click “login” button directly and
then input corresponding information to login.

IFwd - Tperade I Refresh | Logout |

4 .Click the System upgrade tab for the upgrade interface.
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6 ConfigTool ¥1.0.5

Hethork Parameter| PPPDE| System Information| S¥stem Upgrade

Upgrade Information

Current Progress: Upgrade

Upgrade File: | Open

Sawve Return

5.Click Open to open the firmware you need to upgrade.
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6.Click Upgrade to start the upgrade progress.

& ConfigTool ¥1.0.5

FetWork Parameter | PPPDE| System Infnrmationl Sy=tem Upgrade

Upgrade Information

Upgrade File: |C:'|,Du:u:uments and Settings) 170161 S ECONFIE [{

Current Progress: Upgrade

Save Return

7 You can see a pop-up dialogue to show you the upgrade result. Sometimes the firmware have a
big size, so the upgrade progress will cost a few minutes. Sometimes the firmware is very small
in size, like the config firmware, so the progress will be very quickly. In some situation, there
may pop-up some failure information, that is to show you the upgrade is failed, please check if
the firmware were suit for the device, or the network problem there.



onfiglool ¥1.0.5

HetWork Parameterl PPPDEl System Informatinnl Syztem Upgrade

~Upgrade Information

Upgrade File: IC:'l,DDcuments and Settings}17016VEECONFIE  Open |

Current Progress: | Upgrade I

Upgrade succeeded, Swskem is going to rebook!

Prompt Information

Upgrade succeeded System 1= going to reboot!

Save Return

8.After upgrade, the device will restart soon, please wait for the start, you can see the device
display in the list if it has restarted successfully.



Configlool ¥1_.0.5

Dewice List

SH IF Address Fort Subnet Mask Default Gateway | Mac Address

1 10,15 5. 1239 3TTTT 255.255.0.0 10.15.0.1 90:02;:a9:Tf: fa
2 10.15.5.21 3TTTT 255.255.0.0 10.15.0.1 90:02:a9:TE: fa
3 LIRSS TR 40000 255.255.0.0 10.15.0.1 90 dT: eb: el a9
4 10.15.5. 22 3TTTT 255.255.0.0 10.15.0.1 52:54:4c:fa ad
5 10,15 5. 157 3TTTT 255.255.0.0 10.15.0.1 00:10:11:22:33
B 10.15.5.13 3TTTT 255.255.0.0 10.15.0.1 90:02:a9:78; £1
T 10.15.5. 44 3TTTT 255.255.0.0 10.15.0.1 90:02:a9:01;0b
3 .
Tip: You can click “login” button directly and

then input corresponding information to login.

IF+4 - Uperade Login Logout




