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All relays depicted are changeover type. 
 

CONNECTING TO RHINO CENTRAL LOCKING KIT (CLK) 
 
 
 
 
 
 
 
 

INSTALLING A NEW MOTOR – often required in vehicles that have factory locking but 
have no motor in the driver’s door, or you would like “keyless entry” on driver’s door.  

 
               LOCK PULSE
                                                                                            15A FUSE                      +12V

                                        87                          87
             UNLOCK           87a                        87a
             PULSE         86          85            86          85
                                         30                          30
                                                                                      LOCK OUTPUT

                                                                                 UNLOCK OUTPUT

 
NEGATIVE TRIGGER” ORIGINAL CENTRAL LOCKING SYSTEM (LOW CURRENT) 

         LOCK PULSE WIRE
                                                                                            TO EXISTING

ELECTRONIC INTERFACE
         UNLOCK PULSE WIRE

 

Connect Lock Wire  
to Pin 8 on CLK 
Control Module 

Connect Unlock Wire 
to Pin 10 on CLK 
Control Module 

FOR INTEFACING TO “POSITIVE PULSE” CENTRAL LOCKING SYSTEMS 
 
  
 
 
 
 
 
 
 
 
 
 
 

               LOCK PULSE WIRE
                                                                                                 15A FUSE                 +12V

                                          87                           87
             UNLOCK             87a                         87a
                                    86          85           86          85
                                          30                          30

                       LOCK OUTPUT TO VEHICLE

                       UNLOCK OUTPUT  TO VEHICLE

 



FOR POSITIVE AT REST THEN GOING NEGATIVE “OR” NEGATIVE AT REST THEN GOING 
POSITIVE PUT 87’S TO 12V & CONNECT RELAYS AS SHOWN  

               LOCK

                                                       +12V                                +12V OR GROUND (SUPPLY “A”)

        15A Fuse
                                          87                          87
             UNLOCK             87a                         87a
                                    86          85            86         85
                                          30                          30

      +12V

CAR’S CAR
EXISTING          CUT CENTRAL
CENTRAL LOCKING
LOCKING INTERFACE
SWITCH

FOR FLOATING SWITCHES - NEITHER +12V OR GROUND AT REST
Hook up the following extra relays & connect Supply “A” to +12V. Both pairs of lock / unlock wires

must be connected.

     +12V

     87 87
                                    86 85     86       85
    UNLOCK    LOCK

     30 30
       

                      15A Fuse
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IM P O R T A N T  N O T E  F O R  IN S T A L L E R S : V eh ic les  fitted  w ith  n eg a tive
                                                                                o r  pos itive  sw itch in g  doors .
  In  o rder fo r the  a larm  system  to  func tio n co rrect ly, it  is necessary fo r the  do o rs to  be
            hard  w ired  to  the  system . P lease  fo llo w  the  w iring  d iag ram s belo w :
            N E G A T IV E  S W IT C H IN G  D O O R S :        P O S IT IV E  S W IT C H IN G  D O O R S : U se re lay.

       +12V
In terior ligh t

  Y ellow  w ire    A L A R M                                                  86
30      87a     87    Y ellow  w ire  A L A R M

      D oor S w itch        85

            D oor S w itch

        + 12V
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